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Lloyd's Register, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this 
clause as the ‘Lloyd's Register Group’. The Lloyd's Register Group assumes no responsibility and shall not be liable to any person for any loss, 
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CODE FOR 
LIFTING APPLIANCES 
IN A MARINE ENVIRONMENT, 
August 2009 


Notice No. 2 


This Notice contains amendments within the following Sections of the Code for Lifting Appliances in a Marine 
Environment, August 2009. The amendments are effective on the dates shown: 


Chapter Section Effective date 


9 | 1 July 2011 


The Code for Lifting Appliances in a Marine Environment, August 2009 is to be read in conjunction with this 
Notice No. 1. The status of the Rules is now: 


Code for Lifting Appliances in a Marine Environment Effective date: August 2009 
Notice No. 1 Effective dates: 1 March 2010 8 Corrigenda 
Notice No. 2 Effective dates: 1 July 2011 


Chapter 9 


Chapter 9 
Testing, Marking and Survey Requirements 


Effective date 1 July 2011 


E Section 1 


Testing 
1.5 Derricks and derrick cranes 
Table 9.1.5 Testing of derricks and cranes 


SWL of derrick or crane, in tonnes Test load, in tonnes 


Up to 20t 1,25 x SWL 
Exceeding 20 t but not exceeding 50 t SWL +5 
Exceeding 50 t 1,1 x SWL 


NOTE NOTES 

ile Hand operated pulley blocks are to be proof tested to 
1,5x SWL. 

2. Where the crane is to be used in open sea conditions or for 
offshore use, the test loads indicated are to be increased by 
the ratio F,,/1,6, where this ratio is not to be taken as less than 
1,0. Factor Fp is derived from Ch 3,3.3. 


1.9 Lifts and ramps 


1.9.5 Vehicle ramps which are raised or lowered only 

when unloaded are to be tested after installation and 

following any major repair, renewal or alteration as follows: 

(a) The brake is to hold the ramp in its most unfavourable 
position wRie-he-amp-is-subiested-te-a-4sad-ef 
+28-4mes-#s-seifweight with an additional load of 
25 per cent of its self-weight applied at the ramp’s centre 
of gravity. 

(b) The ramp is to be placed in its working position and 
subjected to a test load as given for vehicle lifts in 
1.9.3(b). 

(c) The ramp is to be operated through one complete 
operating cycle, unloaded, using the terminal stops only. 
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